
780

49 CFR Ch. V (10–1–97 Edition)§ 583.16

with respect to the jointly owned car-
line. However, carline determinations
must be consistent with § 583.4(3).

(3) A designation under this section
of a manufacturer of record is effective
beginning with the first model year be-
ginning after the conclusion of the
written agreement, or, if the joint own-
ers so agree in writing, with a specified
later model year.

(4) Each manufacturer of record shall
send to the Administrator written no-
tification of its designation as such not
later than 30 days after the conclusion
of the written agreement, and state the
carline of which it is considered the
manufacturer, the names of the other
persons which jointly own the carline,
and the name of the person, if any, for-
merly considered to be the manufac-
turer of record.

(5) The joint owners of a carline may
change the manufacturer of record for
a future model year by concluding a
written agreement before the begin-
ning of that model year.

(6) The allied suppliers for the jointly
owned carline are the suppliers that
are wholly owned by any of the manu-
facturers of the jointly owned carline.

§ 583.16 Maintenance of records.
(a) General. Each manufacturer of

new passenger motor vehicles and each
supplier of passenger motor vehicle
equipment subject to this part shall es-
tablish, maintain, and retain in orga-
nized and indexed form, records as
specified in this section. All records,
including the certificates provided by
suppliers, may be stored in any mode
provided the mode contains all infor-
mation in the records and certificates.

(b) Manufacturers. Each manufacturer
shall maintain all records which pro-
vide a basis for the information it pro-
vides on the labels required by § 583.5,
including, but not limited to, certifi-
cates from suppliers, parts lists, cal-
culations of content, and relevant con-
tracts with suppliers. The records shall
be maintained for five years after De-
cember 31 of the model year to which
the records relate.

(c) Suppliers. Each supplier shall
maintain all records which form a basis
for the information it provides on the
certificates required by §§ 583.10, 583.11,
and 583.12, including, but not limited

to, calculations of content, certificates
from suppliers, and relevant contracts
with manufacturers and suppliers. The
records shall be maintained for six
years after December 31 of the calendar
year set forth in the date of each cer-
tificate.

§ 583.17 Reporting.
For each model year, manufacturers

shall submit to the Administrator 3
copies of the information required by
§ 583.5(a) to be placed on a label for
each carline. The information for each
carline shall be submitted not later
than the date the first vehicle of the
carline is offered for sale to the ulti-
mate purchaser.

PART 585—AUTOMATIC RESTRAINT
PHASE-IN REPORTING REQUIRE-
MENTS

Sec.
585.1 Scope.
585.2 Purpose.
585.3 Applicability.
585.4 Definitions.
585.5 Reporting requirements.
585.6 Records.
585.7 Petition to extend period to file re-

port.

AUTHORITY: 15 U.S.C. 1392, 1401, 1407; dele-
gation of authority at 49 CFR 1.50.

§ 585.1 Scope.
This part establishes requirements

for manufacturers of passenger cars to
submit reports, and to maintain
records related to the reports, concern-
ing the number of cars equipped with
inflatable restraint systems in compli-
ance with the requirement of S4.1.5.2 of
Standard No. 208, Occupant Crash Pro-
tection (49 CFR 571.208). This part also
establishes requirements for manufac-
turers of trucks, buses, and multipur-
pose passenger vehicles with a gross ve-
hicle weight rating (GVWR) of 8,500
pounds or less and an unloaded vehicle
weight of 5,500 pounds or less to submit
reports, and to maintain records relat-
ed to the reports, concerning the num-
ber of such vehicles equipped with
automatic crash protection in compli-
ance with the requirements of S4.2.5 of
Standard No. 208 and the number of
such vehicles equipped with inflatable
restraint systems in compliance with
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the requirement of S4.2.6.1 of Standard
No. 208.

[58 FR 46566, Sept. 2, 1993]

§ 585.2 Purpose.
The purpose of these reporting re-

quirements is to aid the National High-
way Traffic Safety Administration in
determining whether a vehicle manu-
facturer has complied with the require-
ments of Standard No. 208, Occupant
Crash Protection (49 CFR 571.208) to in-
stall automatic crash protection in
specified percentages of the manufac-
turer’s annual production and to in-
stall an inflatable restraint system
that provides automatic crash protec-
tion in a specified percentage of the
manufacturer’s annual production.

[58 FR 46566, Sept. 2, 1993]

§ 585.3 Applicability.
This part applies to manufacturers of

passenger cars and to manufacturers of
trucks, buses, and multipurpose pas-
senger vehicles with a GVWR of 8,500
pounds or less and an unloaded vehicle
weight of 5,500 pounds or less.

[58 FR 46566, Sept. 2, 1993]

§ 585.4 Definitions.
(a) All terms defined in section 102 of

the National Traffic and Motor Vehicle
Safety Act (15 U.S.C. 1391) are used in
their statutory meaning.

(b) Bus, gross vehicle weight rating or
GVWR, multipurpose passenger vehicle,
truck, and unloaded vehicle weight are
used as defined in § 571.3 of this chap-
ter.

(c) Production year means the 12-
month period between September 1 of
the prior year and August 31 of the
year in question, inclusive.

[56 FR 12486, Mar. 26, 1991]

§ 585.5 Reporting requirements.
(a) General reporting requirements—

Passenger cars. Within 60 days after the
end of the production year ending Au-
gust 31, 1997, each manufacturer that
manufactured any passenger cars for
sale in the United States shall submit
a report to the National Highway Traf-
fic Safety Administration concerning
its compliance with the requirement of
Standard No. 208 (49 CFR 571.208) for in-

stallation of inflatable restraint sys-
tems that provide automatic crash pro-
tection in 95 percent of its cars manu-
factured during that production year.

(b) General reporting requirements—
Light trucks, buses, and multipurpose
passenger vehicles.—(1) Automatic crash
protection. Within 60 days after the end
of the production years ending August
31, 1995, August 31, 1996, and August 31
1997, each manufacturer that manufac-
tured any trucks, buses, or multipur-
pose passenger vehicles with a GVWR
of 8,500 pounds or less and an unloaded
vehicle weight of 5,500 pounds or less
during the production year (other than
walk-in van-type trucks, vehicles de-
signed to be sold exclusively to the
U.S. Postal Service, vehicles manufac-
tured for operation by persons with dis-
abilities, vehicles manufactured in two
or more stages, or vehicles that were
altered after previously having been
certified in accordance with part 567 of
this chapter) shall submit a report to
the National Highway Traffic Safety
Administration concerning its compli-
ance with the requirements of Stand-
ard No. 208 (49 CFR 571.208) for installa-
tion of automatic crash protection in
such vehicles manufactured during
that production year. This report need
not be filed by any manufacturer whose
production consists exclusively of:

(i) Vehicles manufactured in two or
more stages;

(ii) Walk-in van-type trucks;
(iii) Vehicles designed to be sold ex-

clusively to the U.S. Postal Service;
(iv) Vehicles manufactured for oper-

ation by persons with disabilities; and/
or

(v) Vehicles that are altered after
previously having been certified in ac-
cordance with part 567 of this chapter.

(2) Inflatable restraint system that pro-
vides automatic crash protection. Within
60 days after the end of the production
year ending August 31, 1998, each man-
ufacturer that manufactured any
trucks, buses, or multipurpose pas-
senger vehicles with a GVWR of 8,500
pounds or less and an unloaded vehicle
weight of 5,500 pounds or less during
the production year (other than walk-
in van-type trucks or vehicles designed
to be sold exclusively to the U.S. Post-
al Service) shall submit a report to the
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National Highway Traffic Safety Ad-
ministration concerning its compliance
with the requirements of Standard No.
208 (49 CFR 571.208) for installation of
inflatable restraint systems that pro-
vide automatic crash protection in 80
percent of such vehicles manufactured
during that production year. This re-
port need not be filed by any manufac-
turer whose production consists exclu-
sively of:

(i) Walk-in van-type trucks; and/or
(ii) Vehicles designed to be sold ex-

clusively to the U.S. Postal Service.
(c) Each report submitted in compli-

ance with paragraphs (a), (b)(1), or
(b)(2) of this section shall:

(1) Identify the manufacturer;
(2) State the full name, address, and

title of the official responsible for pre-
paring the report:

(3) Identify the production year for
which the report is filed;

(4) Provide the information specified
in paragraph (d) of this section;

(5) Be written in the English lan-
guage;

(6) Be submitted to: Administrator,
National Highway Traffic Safety Ad-
ministration, 400 Seventh Street SW.,
Washington, DC 20590; and

(7)(i) In the case of a report filed pur-
suant to paragraph (a) of this section,
expressly state whether the manufac-
turer has complied with the require-
ment of S4.1.5.2 of Standard No. 208
(§ 571.208 of this chapter);

(ii) In the case of a report filed pursu-
ant to paragraph (b)(1) of this section,
expressly state whether the manufac-
turer has complied with the require-
ments of S4.2.5 of Standard No. 208
(§ 571.208 of this chapter); and

(iii) In the case of a report filed pur-
suant to paragraph (b)(2) of this sec-
tion, expressly state whether the man-
ufacturer has complied with the re-
quirements of S4.2.6.1 of Standard No.
208 (§ 571.208 of this chapter).

(d) Report content—(1) Passenger cars.
Each manufacturer that certifies that
all of its passenger cars for the produc-
tion year ending August 31, 1997 com-
ply with S4.1.5.1(a)(1) of Standard No.
208 (49 CFR 571.208) by means of an in-
flatable restraint system at the driv-
er’s and right front passenger’s posi-
tion shall so state. Each other manu-

facturer shall submit the information
specified below.

(i) Basis for phase-in production goals.
Each manufacturer shall report the
total number of passenger cars it man-
ufactured for sale in the United States
for the production year ending August
31, 1997.

(ii) Production. Each manufacturer
shall report the number of passenger
cars manufactured for sale in the Unit-
ed States for the production year end-
ing August 31, 1997 that it certified as
complying with S4.1.5.1(a) of Standard
No. 208 (§ 571.208 of this chapter) be-
cause they were equipped with an in-
flatable restraint system that provided
automatic crash protection at both the
driver’s and the right front passenger’s
seating position.

(iii) Vehicles produced by more than
one manufacturer. Each manufacturer
whose reporting of information is af-
fected by one or more of the express
written contracts permitted by
S4.1.5.2.2 of § 571.208 of this chapter
shall:

(A) Report the existence of each such
contract, including the names of all
parties to the contract, and explain
how the contract affects the report
being filed; and

(B) Report the number of cars cov-
ered by each such contract.

(2) Trucks, buses, and multipurpose
passenger vehicles. Each manufacturer
that certifies that all of its trucks,
buses, and multipurpose passenger ve-
hicles with a GVWR of 8,500 pounds or
less and an unloaded vehicle weight of
5,500 pounds or less, manufactured dur-
ing the production year ending August
31, 1998 comply with S4.1.2.1 of Stand-
ard No. 208 (49 CFR 571.208) by means of
an inflatable restraint system at the
driver’s and right front passenger’s po-
sition shall so state. Each other manu-
facturer shall submit the information
specified below.

(i) Automatic crash protection—(A)
Basis for phase-in production goals. Each
manufacturer shall report the number
of trucks, buses, and multipurpose pas-
senger vehicles with a GVWR of 8,500
pounds or less and an unloaded vehicle
weight of 5,500 pounds or less that it
manufactured for sale in the United
States for each of the three preceding
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production years, or, at the manufac-
turer’s option, for the production year
for which the report is filed. A manu-
facturer that did not manufacture any
trucks, buses, or multipurpose pas-
senger vehicles with a GVWR of 8,500
pounds or less and an unloaded vehicle
weight of 5,500 pounds or less during
each of the three preceding production
years must report the number of
trucks, buses, or multipurpose pas-
senger vehicles with a GVWR of 8,500
pounds or less and an unloaded vehicle
weight of 5,500 pounds or less it manu-
factured during the production year for
which the report is filed. However,
manufacturers are not required to re-
port any information with respect to
those vehicles that are manufactured
in two or more stages, walk-in van-
type trucks, vehicles designed to be
sold exclusively to the U.S. Postal
Service, vehicles manufactured for op-
eration by persons with disabilities,
and/or vehicles that are altered after
previously having been certified in ac-
cordance with part 567 of this chapter.

(B) Production. Each manufacturer
shall report for the production year for
which the report is filed, and for each
preceding production year, to the ex-
tent that trucks, buses, and multipur-
pose passenger vehicles produced dur-
ing the preceding production years are
treated under § 571.208 of this chapter
as having been produced during the
production period for which the report
is filed, the information specified in
paragraphs (d)(2)(i)(B)(1) through
(d)(2)(i)(B)(3) of this section, inclusive,
with respect to its trucks, buses, and
multipurpose vehicles with a GVWR of
8,500 pounds or less and an unloaded ve-
hicle weight of 5,500 pounds or less.

(1) The number of those vehicles cer-
tified as complying with S4.1.2.1 of
Standard No. 208 (49 CFR 571.208) be-
cause they are equipped with auto-
matic seat belts and the seating posi-
tions at which those belts are installed;

(2) The number of those vehicles cer-
tified as complying with S4.1.2.1 of
Standard No. 208 (49 CFR 571.208) be-
cause they are equipped with air bags
and the seating positions at which
those air bags are installed; and

(3) The number of those vehicles cer-
tified as complying with S4.1.2.1 of
Standard No. 208 (49 CFR 571.208) be-

cause they are equipped with other
forms of automatic crash protection,
which forms of automatic crash protec-
tion shall be described, and the seating
positions at which those forms of auto-
matic crash protection are installed.

(C) Vehicles produced by more than one
manufacturer. Each manufacturer
whose reporting of information is af-
fected by one or more of the express
written contracts permitted by
S4.2.5.6.2 of § 571.208 of this chapter
shall:

(1) Report the existence of each such
contract, including the names of all
parties to the contract, and explain
how the contract affects the report
being filed; and

(2) Report the number of vehicles
covered by each such contract.

(ii) Inflatable restraint system that pro-
vides automatic crash protection—(A)
Basis for phase-in production goals. Each
manufacturer shall report the total
number of trucks, buses, and multipur-
pose passenger vehicles with a GVWR
of 8,500 pounds or less and an unloaded
vehicle weight of 5,500 pounds or less
that it manufactured for sale in the
United States for the production year
ending August 31, 1998. However, manu-
facturers are not required to report
any information with respect to those
vehicles that are walk-in van-type
trucks or vehicles designed to be sold
exclusively to the U.S. Postal Service.

(B) Production. Each manufacturer
shall report the number of trucks,
buses, and multipurpose passenger ve-
hicles with a GVWR of 8,500 pounds or
less and an unloaded vehicle weight of
5,500 pounds that it manufactured for
sale in the United States for the pro-
duction year ending August 31, 1998
that it certified as complying with
S4.1.5.1(a) of Standard No. 208 (§ 571.208
of this chapter) because they were
equipped with an inflatable restraint
system that provided automatic crash
protection.

(C) Vehicles produced by more than one
manufacturer. Each manufacturer
whose reporting of information is af-
fected by one or more of the express
written contracts permitted by
S4.2.6.1.2 of § 571.208 of this chapter
shall:

(1) Report the existence of each such
contract, including the names of all
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parties to the contract, and explain
how the contract affects the report
being filed; and

(2) Report the number of vehicles
covered by each such contract.

[58 FR 46566, Sept. 2, 1993]

§ 585.6 Records.

Each manufacturer shall maintain
records of the vehicle identification
number and type of automatic crash
protection for each vehicle for which
information was reported under § 585.5
until December 31, 1999.

[58 FR 46568, Sept. 2, 1993]

§ 585.7 Petition to extend period to file
report.

A petition for extension of the time
to submit a report must be received
not later than 15 days before expiration
of the time stated in § 585.5(a). The pe-
tition must be submitted to: Adminis-
trator, National Highway Traffic Safe-
ty Administration, 400 Seventh Street,
SW, Washington, DC 20590. The filing of
a petition does not automatically ex-
tend the time for filing a report. A pe-
tition will be granted only if the peti-
tioner shows good cause for the exten-
sion and if the extension is consistent
with the public interest.

[51 FR 9813, Mar. 21, 1986]

PART 586—SIDE IMPACT PHASE-IN
REPORTING REQUIREMENTS

Sec.
586.1 Scope.
586.2 Purpose.
586.3 Applicability.
586.4 Definitions.
586.5 Reporting requirements—manufactur-

ers of passenger cars.
586.6 Records—passenger cars.
586.7 [Reserved]
586.8 Records—manufacturers of trucks,

buses and multipurpose passenger vehi-
cles.

586.9 Petition to extend period to file re-
port.

AUTHORITY: 49 U.S.C. 322, 30111, 30115, 30117,
and 30166; delegation of authority at 49 CFR
1.50.

SOURCE: 55 FR 45769, Oct. 30, 1990, unless
otherwise noted.

§ 586.1 Scope.
This part establishes requirements

for passenger car manufacturers to
submit a report, and maintain records
related to the report, concerning the
number of passenger cars manufac-
tured that meet the dynamic test pro-
cedures and performance requirements
of Standard No. 214, Side Impact Protec-
tion (49 CFR 571.214), and it establishes
requirements for manufacturers of
trucks, buses and multipurpose pas-
senger vehicles with a gross vehicle
weight rating (GVWR) of 10,000 pounds
or less to maintain records related to
the number of such vehicles that meet
the side door strength requirements of
Standard No. 214.

[60 FR 57839, Nov. 22, 1995]

§ 586.2 Purpose.
The purpose of the reporting require-

ments is to aid the National Highway
Traffic Safety Administration in deter-
mining whether a passenger car manu-
facturer has complied with the require-
ments of Standard No. 214, Side Impact
Protection (49 CFR 571.214) concerning
dynamic test procedures and perform-
ance requirements concerning side im-
pact protection, and whether a manu-
facturer of multipurpose passenger ve-
hicles, trucks and buses with a GVWR
of 10,000 pounds or less has complied
with the side door strength require-
ments of Standard No. 214.

[57 FR 30922, July 13, 1992]

§ 586.3 Applicability.
This part applies to manufacturers of

passenger cars and to manufacturers of
trucks, buses and multipurpose pas-
senger vehicles with a GVWR of 10,000
pounds or less manufactured before
September 1, 1994. However, this part
does not apply to any manufacturers of
trucks, buses and multipurpose pas-
senger vehicles whose production con-
sists exclusively of walk-in vans, vehi-
cles which do not have any side doors
that can be used for occupant egress,
vehicles which exclusively have doors
of the types specified in S3(e) of 49 CFR
571.214 or double cargo doors, doors
without one or more windows, or doors
for which the ratio of the width of the
lowest portion of the door to the width
of the door at its widest point is not
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